
The PORT ARC-wireless charger is a 
commercial-grade fast charging solution 
convenient for either a full charge or a 
quick boost when you need it most.

PORT-ARC delivers 15 W of charging 
power for a quick charge.

PORT ARC can be installed in a Ø76 – 
Ø80mm cutout. Power via an AC power 
supply or OE Elsafe’s award winning DC 
power solution.
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PORT arc wireless 

FEATURES
• Fast charge with up to 15W of power
• Fits a standard Ø80mm cutout
• Commercial grade, premium design



Specifications
Output Power 15W (DC5V 1A / 9V 1.1A), 15W EPP, 10W Samsung, 7.5W, 5W BPP
Input Power (DC Version) 12 - 30V Animate Range Compatible
Input Power (Mains Version) 100-240 VAC, 0.5A
Standby Power 0.45 W
Size Ø108mm diameter. 
Surface Thickness 16mm plus. 

Certification IEC 62368-1 (Safety), EN 301 489-1 (EMC), EN 303 417 (Radio), EN62311 (Health), ROHS
Housing Material Polycarbonate and TPU
Available Colour Black or White with grey imprint
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port-arc-wireless TECHNICAL

PORT-ARC Dimensions AC  (DC powered available on request) 

Compress to fit Ø80mm 
hole cutout. 



Ø80mm*
(3.15”) 

*Capable of being fitted into a 
Ø76 - 80mm (3.00-3.15”) hole

QIKFIT PORT installation instructions
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Cutout Dimensions Place QF PORT into 80mm* (3.15”) 
grommet hole
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Secure in place using screws 

Clip chosen QF5 fascias* into place

*Ensure screws are suitable for the surface being mounted to, OE accept no responsibility for damaged 
surfaces if the screws used are not suitable

*Compatible QF5 fascias can be viewed on the PORT web page




