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QF30 70W PSU

USPs
•	 Optimised for TUF-R/HP  
•	 70W DC output 
•	 Blue LED Light Indicator
•	 International certifications

QF30 PSU is a dedicated 70W AC/DC power supply 
designed to power the OE Elsafe high power TUF HP 
QF5 tile or canister USB charging modules.

QF30 PSU will provide power for the above surface 
modules while being discreetly installed below 
surface,  inside cabinetry or neatly clipped into the 
OE Prodigy cable Basket.

QF30 PSU meets the latest US level VI and EU eco-
design energy efficiency requirements.

Construction: Made from high strength fire retardant 
polycarbonate

Colours: Black or white

Quality & Testing: All QF30 PSU modules are 
manufactured using ISO9001 quality controlled 
components and practices and are 100% tested 
before dispatch.



Ph: 1300 ELSAFE | www.oeelsafe.com.au | sales@oeelsafe.com.au

QF30 70W PSU

QF30 70W PSU  DIMENSIONS

Specifications
Input Connectors 1x Male Mains GST18/3 input 

20A Installation Coupler

Output Connectors             1x Female Mains GST18/3 
output 20A Installation 
Coupler
1x Female 30V DC GST08 
output

Input Voltage 100-230 VAC 50-60HZ
Rated Input Current 1.7A
Input Power MAX 75 Watts
Standby Power 0.21W
Output Voltage 30V
Output Current Rated 2.34A
Over Current Protection Yes
Short Circuit Protection Yes
Over Temperature 
Protection

Yes

Status Indication Yes Blue LED
Standards UL/IEC 62368-1 : 2018 (safety) 

& EN61204 : 2018 (EMC)
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QF30 PSU CUTOUT

Construction: 

Materials: 

High strength fire retardant polycarbonate

Colours: 

Black or white RAL 9003 front fascia

Black rear body

Mounting:

Snaps into panel openings (157 - 41.5mm)

Integral clips mate to surfaces (1 - 3mm)

Quality and Testing:

All QF30 PSU’s modules are manufactured using

ISO9001 quality controlled components and practices

and are 100% tested before dispatch:

• Visual: Configuration and appearance

 


