
USPs
• Portable with integrated carry handle
• Re-chargeable using QIKPAC Charger

Base or QIKDOC Connect
• Available with or without USB A+C or

C+C charging outlets

QIKPAC Carry
Make your space truly agile with QIKPAC CAR
RY enabling your workforce to work comfortably 
anywhere without the stress of where to 
charge.

QIKPAC CARRY powers desks, soft seating, and 
people. The versatile design means QIKPAC 
CARRY can be handheld as a portable power 
supply, or ‘docked’ into your furniture to power 
your workstation, including your height 
adjustable desk.

Offering 240wh of battery power and high 
power USB outlets, QIKPAC CARRY will charge 
laptops and other devices all day long and 
means your workplace is no longer 
constrained by traditional power supplies. Agile 
workplaces can then be moved changed to the 
needs and likes of the people using them.
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Technical Specifications

Dimensions
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Construction
High strength fire retardant polycarbonate
Colours
Black or white
Power input (charging only):
GST08  male  connector  for  electrical  connection t o a 
QIKPAC Charger Base or QIKDOC Connect
Power output options:
Integrated replaceable TUF-R HP 72W A+C or TUF-R 150W 
C+C USB charger
4 GST08 6A male connectors when installed in a 
QIKDOC Connect
Quality & Testing
All QIKPAC CARRY units are manufactured using ISO9001 
quality controlled components and practices and are 
100% tested before dispatch:
• Visual: Configuration and appearance
• 100% electrically tested
CE Marking
QIKPAC CARRY is CE marked by OE Electrics as complying
with:
• Electromagnetic Compatibility Directive 2014/30/EU
• Battery Directive 2006/66/EC
• ROHS3 Directive EU 2015/863
UN38.3 Dangerous Goods Transportation:
QIKPAC CARRY is certified by Intertek as meeting the
requirements of the UN38.3 dangerous goods
transportation standard. Shipment of QIKPAC CARRY
units by OE is in UN38.3 certified boxes.
Safety and EMC Certifications:
The integral QIKPAC battery pack and TUF-R HP USB
charger have comprehensive International safety and
EMC certifications – See our QIKPAC andT U F - R  H P
data sheets for full details.

Battery Capacity 240Wh (Equivalent to 9540mAh)
Useable Capacity 200Wh
Input Charging Voltage 
30.0V (Maximum) TUF-R
HP USB A+C outputs 
TUF-R HP USB C+C 
outputs

Max 60W type C 
Max 12W Type A
Max 100W

Full TUF-R HP technical 
data

Please see TUF-R HP data sheet

OutputCurrentvia 
QIKDOC Connect

21.0V to 29.4V 
Max 12A

Operating Temperature 10 - 35C
Additional Battery
technical, safety, usage 
and storage data

For full data please see our 
QIKPAC battery data sheet

Weight 1.6kg
Transportation UN38.3 certified

See QIKPAC Charger base for charging details

QIKPAC CARRY with 
QF05 TUF-R HP

QIKPAC CARRY 
with QF05 Blank

Kensington lock 
compatible

QIKPAC CARRY with 
QIKDOC

QIKPAC CARRY with 
Charger Base

Screen Mounting Bracket - see fitting instructions for 
more information
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technical
LED Functions

LED Function LED Code Description

Short Button press 80-100% ON for 5 Second after button press

Short Button press 60-80% ON for 5 Second after button press

Short Button press 40-60% ON for 5 Second after button press

Short Button press 20-40% ON for 5 Second after button press

0-20% constantly ON without button press

Charger plugged in 
but Battery FULL

100% Battery LEDs ON

Charging 80-100% ON FLASHING

Charging 60-80% ON FLASHING

Charging 40-60% ON FLASHING

Charging 20-40% ON FLASHING

Charging 0-20% ON FLASHING

Fault mode Over current fault on one of the ports. All outputs will remain disabled until cleared by a 
short button press.
Current range allowed from a single port:
6.5 - 10A allowed for up to 20 seconds 10 - 19A allowed for up to 5 seconds Combined 
current of over 19 Amps will cause QIKPAC to immediately turn off (after 320ms delay)

Fault mode Maximum or minimum charging temperature limit reached. (Charge: +5  to +45C)
QIKPAC will not be charged while in this mode however it can still supply power to 
connected devices.
LEDs indication happens only if a power supply is connected.
Fault will be cleared automatically once battery cells are within temperature range.

Fault mode Maximum or minimum discharge temperature limit reached (Discharge: -20to+60C) 
QIKPAC will not supply power nor receive charge from the PSU in this mode. Fault will 
be cleared automatically once battery cells are within temperature range.

Turning On / Start up Press and hold for 5 seconds - 4 Pink LEDs light up from left to right and will turn on in 1 
second intervals. All LEDs on indicates a successful startup.

Ship mode / 
Shut down

Press and hold for 5 seconds - 4 Pink LEDs light up then switch off one at a time from right 
to left

Ship Mode Short Button Press, one LED lights for 1 second - this confirms the QIKPAC is in ship mode. 
This is the mode QIKPAC will arrive in, when shipped.

High inrush 
current mode

This mode activates automatically on every startup and remains effective for 60 
seconds to allow devices with high in-rush current demand to startup.

Button Function Time Frame Action / Description

Turn QIKPAC on 
(from ship mode)

4 Seconds Press button (approx. 4 secs):
Until you see LED lighting up in turn, then release button. If all 4 LEDS light up then a 
successful startup is indicated. After a few seconds the battery level will then appear.

Battery level status 
(when QIKPAC is On)

0 - 5 Seconds Short Button Press (0-5 secs):
Display Battery level for 5 seconds, as well as clearing any over current fault.

Ship mode / Shut 
Down / Power saver

5 - 15 Seconds Press & hold then release (5-15 secs):
Activating Ship mode / Shut Down
Suitable for shipping, saving power while not being in use or when the product is not 
going to be used for a long time.
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