
starters

Product Number Description
150631 WALL MOUNT STARTER GST S-ENT - White
150630 WALL MOUNT STARTER GST S-ENT - Black
148063 WALL MOUNT STARTER GST S-ENT - Red *requires a hybrid lead, 148053 2000mm
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wall starters 20A

Product Number Description
148036 SURFACE MOUNT STARTER GST S-ENT - White
148037 SURFACE MOUNT STARTER GST S-ENT - Black
148065 SURFACE MOUNT STARTER GST S-ENT - Red *requires a hybrid lead, 148053 2000mm

surface starters - side entry 20A

Wall starters are designed to be fitted to the wall to start the soft wiring circuit. Each wall 
starter is fitted with a Wieland GST 18/3 starter and inbuilt locking mechanism. Termination 
is made from underneath the plate.* The termination block will allow for the looping of 
2.5mm² or the single termination of 4mm² cable. 

The surface mount starter is designed for locations where cable access underneath the 
wall plate is not possible, but fixture of a soft wiring starter is required. Cable access to 
terminate the surface mount starter is gained from the rear of the mounted starter instead 
of underneath the plate.*  Twin and Earth 2.5mm² cable can be wired directly into the back 
of the starter.*

Wieland GST18/3 connectors are compliant with Australian and New Zealand standards AS/NZS61535

*The termination of and connection to all starter sockets must be performed by a licensed electrician.  
Installation couplers must not be connected or disconnected under load.
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starter sockets slimline 20A

Product Number Description
150629 STARTER SOCKET SLIMLINE FEMALE 20A GST  -  Black
150635 STARTER SOCKET SLIMLINE FEMALE 20A GST  -  White

starter sockets 20A  - Suited to ceiling and floor boxes

The starter socket is designed so that TPS (Twin and Earth 2.5mm² cable) can be wired 
directly into the back of the starter.*  Starters sockets are a soft wiring connector that is 
small enough for use in ceilings, under raised flooring, in most ducted wall skirtings, inside 
partitions or screens, and similar positions where space is limited, and a surface mounted 
wall starter is not practical.

Product Number Description
150620 STARTER SOCKET FEMALE TPS 20A GST  -  Black
150621 STARTER SOCKET FEMALE TPS 20A GST  -  White

Product Number Description
344000 STARTER CABLE 10A 2000mm Lead with Thermal Overload 3PP  -  Black
344001 STARTER CABLE 10A 2000mm Lead with Thermal Overload 3PP  -  White
344002 STARTER CABLE 10A 3000mm Lead with Thermal Overload 3PP  -  Black
344003 STARTER CABLE 10A 3000mm Lead with Thermal Overload 3PP  -  White

starter cable 10A, thermal overload
10A starter cables are fitted with a thermal overload for overload protection. One end is fitted 
with a 10A three pin plug and the other is fitted with a Wieland GST18 female connector.  
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Wieland GST18/3 connectors are compliant with Australian and New Zealand standards AS/NZS61535

*The termination of and connection to all starter sockets must be performed by a licensed electrician.  
Installation couplers must not be connected or disconnected under load.



locking and safety clips
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distributor blocks

OE Elsafe stock a range of accessories to support your softwiring requirements. All of the 
accessories on offer are compatible with the Wieland GST18 soft wiring connector system.  
Please view video for the correct installation method when connecting a QikFIT power 
module to a GST Coupler.  The locking clip must “click” to be fully engaged and safe to use. 

150605 150600

Product Number Description
250004 WIELAND GST LOCKING CLIP

Product Number Description
250006 WIELAND Safety End Cap Strip

Product Number Description
150473 GST18 Dist (DB2) 
150605 T - Connector  1 Male / 2 Female - Black   
150606 T - Connector  1 Male / 2 Female - White  
151595 GST18/3 DIST DB3  INLINE-CON  - Black 
151596 GST18/3 DIST DB3  INLINE-CON  - White 
150600 DISTRIBUTOR BLOCK 4 Way 1 Male / 3 Female - Black (DB4)
150601 DISTRIBUTOR BLOCK 4 Way 1 Male / 3 Female - White (DB4)
150602 DISTRIBUTOR BLOCK 6 Way 1 Male / 5 Female - Black (DB6)
150603 DISTRIBUTOR BLOCK 6 Way 1 Male / 5 Female - White (DB6)
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Product Number Description
150094 IC CABLE 300mm   - Black Cabling / Black Connectors
142000 IC CABLE 300mm   - White Cabling / White Connectors
150046 IC CABLE 600mm   - Black Cabling / Black Connectors
150049 IC CABLE 600mm   - White Cabling / White Connectors
150003 IC CABLE 1000mm - Black Cabling / Black Connectors
150004 IC CABLE 1000mm - White Cabling / White Connectors
150005 IC CABLE 1500mm - Black Cabling / Black Connectors
150006 IC CABLE 1500mm - White Cabling / White Connectors
150007 IC CABLE 2000mm - Black Cabling / Black Connectors
150008 IC CABLE 2000mm - White Cabling / White Connectors
150009 IC CABLE 2500mm - Black Cabling / Black Connectors
150010 IC CABLE 2500mm - White Cabling / White Connectors
150011 IC CABLE 3000mm - Black Cabling / Black Connectors
150012 IC CABLE 3000mm - White Cabling / White Connectors
150013 IC CABLE 3500mm - Black Cabling / Black Connectors
150014 IC CABLE 3500mm - White Cabling / White Connectors
150015 IC CABLE 4000mm - Black Cabling / Black Connectors
150016 IC CABLE 4000mm - White Cabling / White Connectors
150017 IC CABLE 4500mm - Black Cabling / Black Connectors
150018 IC CABLE 4500mm - White Cabling / White Connectors
150019 IC CABLE 5000mm - Black Cabling / Black Connectors
150020 IC CABLE 5000mm - White Cabling / White Connectors
150021 IC CABLE 6000mm - Black Cabling / Black Connectors
150022 IC CABLE 6000mm - White Cabling / White Connectors
150023 IC CABLE 7000mm - Black Cabling / Black Connectors
150024 IC CABLE 7000mm - White Cabling / White Connectors
150025 IC CABLE 8000mm - Black Cabling / Black Connectors
150026 IC CABLE 8000mm - White Cabling / White Connectors
150027 IC CABLE 9000mm - Black Cabling / Black Connectors
150028 IC CABLE 9000mm - White Cabling / White Connectors
150029 IC CABLE 10000mm - Black Cabling / Black Connectors
150030 IC CABLE 10000mm - White Cabling / White Connectors

MALE 
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END

interconnecting cables
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All Wieland interconnecting cables are fitted with 20A Male and Female Wieland 18/3 
series connectors which are fully compliant to AS/NZS61535.
Standard cables are available in either black or white and in lengths 300mm and 600mm 
and then 1M to 10M in 500mm increments. Other lengths are available upon request.



conduited interconnecting cables

IC Cable Conduited with 
Securing Bullets*

Product Number Description
150566 IC CABLE CONDUITED 600mm   - Black
150563 IC CABLE CONDUITED 600mm   - White
150505 IC CABLE CONDUITED 1000mm - Black
150555 IC CABLE CONDUITED 1000mm - White
150509 IC CABLE CONDUITED 1500mm - Black
150553 IC CABLE CONDUITED 1500mm - White
150513 IC CABLE CONDUITED 2000mm - Black
150558 IC CABLE CONDUITED 2000mm - White
150517 IC CABLE CONDUITED 2500mm - Black
150554 IC CABLE CONDUITED 2500mm - White
150521 IC CABLE CONDUITED 3000mm - Black
150444 IC CABLE CONDUITED 3000mm - White
150525 IC CABLE CONDUITED 3500mm - Black
150556 IC CABLE CONDUITED 3500mm - White
150529 IC CABLE CONDUITED 4000mm - Black
150567 IC CABLE CONDUITED 4000mm - White
150533 IC CABLE CONDUITED 4500mm - Black
150564 IC CABLE CONDUITED 4500mm - White
150537 IC CABLE CONDUITED 5000mm - Black
150440 IC CABLE CONDUITED 5000mm - White
150545 IC CABLE CONDUITED 6000mm - Black
150500 IC CABLE CONDUITED 6000mm - White
150431 IC CABLE CONDUITED 7000mm - Black
150441 IC CABLE CONDUITED 7000mm - White
150432 IC CABLE CONDUITED 8000mm - Black
150445 IC CABLE CONDUITED 8000mm - White
150433 IC CABLE CONDUITED 9000mm - Black
150446 IC CABLE CONDUITED 9000mm - White
150434 IC CABLE CONDUITED 10000mm-Black
150447 IC CABLE CONDUITED 10000mm - White

*Not including Securing Bullets, contact OE Elsafe for more details

Wieland conduited cables provide mechanical protection and data separation.  Optional 
securing “bullet” available for full coverage and to secure the conduit in place.
All Wieland conduited IC cables are fitted with 20A Male and Female Wieland GST18/3 
series connectors which are fully compliant to AS/NZS61535.
Conduited Cables are available in either black or white and in lengths from 600mm and 
then 1M to 10M in 500mm increments. Other lengths are available upon request.
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